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Basement Finish 

Based on the 2024 International Residential Code (IRC)  

• Applications for building permits shall be filed online at KSMission - 

KSMission. 

• Provide detailed drawings for the basement finish project to include a 

floor plan, framing details, stair details, plumbing, electrical and me-

chanical changes/alterations.  

1. Emergency Escape and Rescue Opening 

• Every basement and each sleeping room must have at least one op-

erable emergency escape and rescue opening (EERO).  

• Exception: Storm shelters and basements used only to house me-

chanical equipment not exceeding a total floor area of 200 square feet. 

2. Opening Size Requirements (Net Clear Opening)  

Emergency escape and rescue openings shall comply with the following 

minimum requirements: 

• Net clear opening area: Not less than 5.7 square feet 

• Net clear opening height: Not less than 24 inches 

• Net clear opening width: Not less than 20 inches 

• Exception: Grade floor openings or below-grade openings shall have a 

net clear opening area of not less than 5 square feet. 

https://missionks.govbuilt.com/AdvancedForms/building-permit-application
https://missionks.govbuilt.com/AdvancedForms/building-permit-application


3. Window Sill Height  

• The bottom of the net clear opening must be no more than 44 inches 

above the finished floor.  

4. Window Wells (for below-grade openings) 

Requirements: 

• Minimum area: 9 sq. ft. 

• Minimum width & projection: 36 inches each 

• Must allow the window to fully open 

If the well is deeper than 44 inches: 

• Install a permanently attached ladder or steps 

• Must be usable with the window fully open 

• Minimum width: 12 inches 

• Must stick out from wall at least 3 inches 

• Rung spacing: max 18 inches apart (vertical) 

5. Doors as Egress  

• A door (side-hinged or sliding) can serve as an egress opening, pro-

vided it meets the operational requirements.  

6. Basement Ceiling Height  

• Habitable basement rooms must have a minimum ceiling height of 6 ft 8 

in. 

• Ceiling height may drop to 6 ft 4 in at beams, girders, ducts, or other ob-

structions. 

• Non-habitable basement areas with existing finished ceilings cannot 

have their ceiling height reduced. 


